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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
Full On Studio 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:36:37 
 

 
 Spectra 

Beam angle 50%: 35° 
Field angle 10%: 53,9° 
Cut off angle 2.5%: 60,7° 

 

Total lumen output: 
 17898 lm 

53503 cd 

Peak candela output: 
 



5000

10000

15000

20000

25000

30000

35000

40000

45000

50000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
35° 53,9° 60,7° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 53503lx 13376lx 5945lx 3344lx 2140lx 951lx 535lx 238lx 134lx 86lx 59lx 33lx 21lx 

Footcand. 4971fcd 1243fcd 552fcd 311fcd 199fcd 88fcd 50fcd 22fcd 12fcd 8fcd 6fcd 3fcd 2fcd 

Beam wid. 0,6m 1,3m 1,9m 2,5m 3,1m 4,7m 6,3m 9,4m 12,6m 15,7m 18,9m 25,2m 31,5m 

Beam wid. 2,1ft 4,2ft 6,2ft 8,2ft 10,3ft 15,5ft 20,7ft 31ft 41,3ft 51,6ft 62ft 82,6ft 103,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,6 m  
41,3 ft  

35° 

9,4 m  
31 ft  

6,3 m  
20,7 ft  

3,1 m  
10,3 ft  

1,9 m  
6,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

134 lx 
238 lx 

535 lx 
2140 lx 

5945 lx 

12 fcd 
22 fcd 

50 fcd 
199 fcd 

552 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

222V 4,20A 902,6W 20lm/W 
 

Power FC 

0,97 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 53503 cd 

3% 

5% 

10% 

30% 

50% 

5350 cd 

10701 cd 

16051 cd 

21401 cd 

26751 cd 

32102 cd 

37452 cd 

42802 cd 

48152 cd 

16,1 lx 

26,8 lx 

53,5 lx 

161 lx 

268 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 535 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
Full On Studio 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:34:05 
 

 
 Spectra 

Beam angle 50%: 17,4° 
Field angle 10%: 23,1° 
Cut off angle 2.5%: 25,8° 

 

Total lumen output: 
 13472 lm 

180222 cd 

Peak candela output: 
 



50000

100000

150000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,4° 23,1° 25,8° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 180222lx 45056lx 20025lx 11264lx 7209lx 3204lx 1802lx 801lx 451lx 288lx 200lx 113lx 72lx 

Footcand. 16743fcd 4186fcd 1860fcd 1046fcd 670fcd 298fcd 167fcd 74fcd 42fcd 27fcd 19fcd 10fcd 7fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3,1m 4,6m 6,1m 7,7m 9,2m 12,3m 15,3m 

Beam wid. 1ft 2ft 3ft 4ft 5ft 7,5ft 10,1ft 15,1ft 20,1ft 25,1ft 30,2ft 40,2ft 50,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,1 m  
20,1 ft  

17,4° 

4,6 m  
15,1 ft  

3,1 m  
10,1 ft  

1,5 m  
5 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

451 lx 
801 lx 

1802 lx 
7209 lx 

20025 lx 

42 fcd 
74 fcd 

167 fcd 
670 fcd 

1860 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

222V 4,22A 906,7W 15lm/W 
 

Power FC 

0,97 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

4m 13,1f

3m 9,8f

2m 6,6f

1m 3,3f

0m 0f

-1m -3,3f

-2m -6,6f

-3m -9,8f

-4m -13,1f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 180222 cd 

3% 

5% 

10% 

30% 

50% 

18022 cd 

36044 cd 

54067 cd 

72089 cd 

90111 cd 

108133 cd 

126156 cd 

144178 cd 

162200 cd 

54,1 lx 

90,1 lx 

180 lx 

541 lx 

901 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 1802 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
Full On Studio 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:31:54 
 

 
 Spectra 

Beam angle 50%: 4,1° 
Field angle 10%: 6,2° 
Cut off angle 2.5%: 6,8° 

 

Total lumen output: 
 8452 lm 

1838051 cd 

Peak candela output: 
 



500000

1000000

1500000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,1° 6,2° 6,8° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1838051lx 459513lx 204228lx 114878lx 73522lx 32676lx 18381lx 8169lx 4595lx 2941lx 2042lx 1149lx 735lx 

Footcand. 170761fcd 42690fcd 18973fcd 10673fcd 6830fcd 3036fcd 1708fcd 759fcd 427fcd 273fcd 190fcd 107fcd 68fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,4m 1,8m 2,1m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 0,9ft 1,2ft 1,8ft 2,3ft 3,5ft 4,7ft 5,9ft 7ft 9,4ft 11,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,4 m  
4,7 ft  

4,1° 

1,1 m  
3,5 ft  

0,7 m  
2,3 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

4595 lx 
8169 lx 

18381 lx 
73522 lx 

204228 lx 

427 fcd 
759 fcd 

1708 fcd 
6830 fcd 

18973 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

222V 4,22A 906W 9lm/W 
 

Power FC 

0,97 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 1838051 cd 

3% 

5% 

10% 

30% 

50% 

183805 cd 

367610 cd 

551415 cd 

735220 cd 

919025 cd 

1102831 cd 

1286636 cd 

1470441 cd 

1654246 cd 

551 lx 

919 lx 

1838 lx 

5514 lx 

9190 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 18,4K lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt
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ng
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:48:59 
 

 
 Spectra 

Beam angle 50%: 33,8° 
Field angle 10%: 52,6° 
Cut off angle 2.5%: 60,7° 

 

Total lumen output: 
 3130 lm 

9847 cd 

Peak candela output: 
 



500
1000
1500
2000
2500
3000
3500
4000
4500
5000
5500
6000
6500
7000
7500
8000
8500
9000
9500

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
33,8° 52,6° 60,7° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 9847lx 2462lx 1094lx 615lx 394lx 175lx 98lx 44lx 25lx 16lx 11lx 6lx 4lx 

Footcand. 915fcd 229fcd 102fcd 57fcd 37fcd 16fcd 9fcd 4fcd 2fcd 1fcd 1fcd 1fcd 0fcd 

Beam wid. 0,6m 1,2m 1,8m 2,4m 3m 4,6m 6,1m 9,1m 12,2m 15,2m 18,2m 24,3m 30,4m 

Beam wid. 2ft 4ft 6ft 8ft 10ft 14,9ft 19,9ft 29,9ft 39,9ft 49,8ft 59,8ft 79,7ft 99,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,2 m  
39,9 ft  

33,8° 

9,1 m  
29,9 ft  

6,1 m  
19,9 ft  

3 m  
10 ft  

1,8 m  
6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

25 lx 
44 lx 

98 lx 
394 lx 

1094 lx 

2 fcd 
4 fcd 

9 fcd 
37 fcd 

102 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 1,61A 319W 10lm/W 
 

Power FC 

0,88 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 9847 cd 

3% 

5% 

10% 

30% 

50% 

985 cd 

1969 cd 

2954 cd 

3939 cd 

4923 cd 

5908 cd 

6893 cd 

7878 cd 

8862 cd 

2,95 lx 

4,92 lx 

9,85 lx 

29,5 lx 

49,2 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 98,5 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt
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al

 a
ng
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:50:20 
 

 
 Spectra 

Beam angle 50%: 18,3° 
Field angle 10%: 24,4° 
Cut off angle 2.5%: 26,7° 

 

Total lumen output: 
 2412 lm 

29601 cd 

Peak candela output: 
 



5000

10000

15000

20000

25000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18,3° 24,4° 26,7° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 29601lx 7400lx 3289lx 1850lx 1184lx 526lx 296lx 132lx 74lx 47lx 33lx 19lx 12lx 

Footcand. 2750fcd 688fcd 306fcd 172fcd 110fcd 49fcd 28fcd 12fcd 7fcd 4fcd 3fcd 2fcd 1fcd 

Beam wid. 0,3m 0,6m 1m 1,3m 1,6m 2,4m 3,2m 4,8m 6,4m 8m 9,6m 12,9m 16,1m 

Beam wid. 1,1ft 2,1ft 3,1ft 4,2ft 5,3ft 7,9ft 10,5ft 15,8ft 21,1ft 26,4ft 31,6ft 42,2ft 52,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,4 m  
21,1 ft  

18,3° 

4,8 m  
15,8 ft  

3,2 m  
10,5 ft  

1,6 m  
5,3 ft  

1 m  
3,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

74 lx 
132 lx 

296 lx 
1184 lx 

3289 lx 

7 fcd 
12 fcd 

28 fcd 
110 fcd 

306 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 1,60A 317,5W 8lm/W 
 

Power FC 

0,88 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 29601 cd 

3% 

5% 

10% 

30% 

50% 

2960 cd 

5920 cd 

8880 cd 

11840 cd 

14800 cd 

17760 cd 

20721 cd 

23681 cd 

26641 cd 

8,88 lx 

14,8 lx 

29,6 lx 

88,8 lx 

148 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 296 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt
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al
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ng
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:52:28 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,6° 
Cut off angle 2.5%: 6,4° 

 

Total lumen output: 
 1441 lm 

325753 cd 

Peak candela output: 
 



50000

100000

150000

200000

250000

300000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,6° 6,4° 99,6% 99,5% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 325753lx 81438lx 36195lx 20360lx 13030lx 5791lx 3258lx 1448lx 814lx 521lx 362lx 204lx 130lx 

Footcand. 30263fcd 7566fcd 3363fcd 1891fcd 1211fcd 538fcd 303fcd 135fcd 76fcd 48fcd 34fcd 19fcd 12fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,6ft 11,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

814 lx 
1448 lx 

3258 lx 
13030 lx 

36195 lx 

76 fcd 
135 fcd 

303 fcd 
1211 fcd 

3363 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

221V 1,61A 317,1W 5lm/W 
 

Power FC 

0,89 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 325753 cd 

3% 

5% 

10% 

30% 

50% 

32575 cd 

65151 cd 

97726 cd 

130301 cd 

162876 cd 

195452 cd 

228027 cd 

260602 cd 

293177 cd 

97,7 lx 

163 lx 

326 lx 

977 lx 

1629 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 3258 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt
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al

 a
ng

le
s 

Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:43:31 
 

 
 Spectra 

Beam angle 50%: 34,1° 
Field angle 10%: 53,3° 
Cut off angle 2.5%: 60,7° 

 

Total lumen output: 
 6746 lm 

20780 cd 

Peak candela output: 
 



5000

10000

15000

20000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,1° 53,3° 60,7° 100,0% 99,8% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 20780lx 5195lx 2309lx 1299lx 831lx 369lx 208lx 92lx 52lx 33lx 23lx 13lx 8lx 

Footcand. 1931fcd 483fcd 215fcd 121fcd 77fcd 34fcd 19fcd 9fcd 5fcd 3fcd 2fcd 1fcd 1fcd 

Beam wid. 0,6m 1,2m 1,8m 2,4m 3,1m 4,6m 6,1m 9,2m 12,2m 15,3m 18,4m 24,5m 30,6m 

Beam wid. 2ft 4ft 6ft 8ft 10ft 15,1ft 20,1ft 30,1ft 40,2ft 50,2ft 60,3ft 80,4ft 100,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,2 m  
40,2 ft  

34,1° 

9,2 m  
30,1 ft  

6,1 m  
20,1 ft  

3,1 m  
10 ft  

1,8 m  
6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

52 lx 
92 lx 

208 lx 
831 lx 

2309 lx 

5 fcd 
9 fcd 

19 fcd 
77 fcd 

215 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,22A 461W 15lm/W 
 

Power FC 

0,93 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

8m 26,2f

6m 19,7f

4m 13,1f

2m 6,6f
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 20780 cd 

3% 

5% 

10% 

30% 

50% 

2078 cd 

4156 cd 

6234 cd 

8312 cd 

10390 cd 

12468 cd 

14546 cd 

16624 cd 

18702 cd 

6,23 lx 

10,4 lx 

20,8 lx 

62,3 lx 

104 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 208 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt

ic
al

 a
ng

le
s 

Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:45:08 
 

 
 Spectra 

Beam angle 50%: 18° 
Field angle 10%: 24,2° 
Cut off angle 2.5%: 26,9° 

 

Total lumen output: 
 5127 lm 

64009 cd 

Peak candela output: 
 



5000

10000

15000

20000

25000

30000

35000

40000

45000

50000

55000

60000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18° 24,2° 26,9° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 64009lx 16002lx 7112lx 4001lx 2560lx 1138lx 640lx 284lx 160lx 102lx 71lx 40lx 26lx 

Footcand. 5947fcd 1487fcd 661fcd 372fcd 238fcd 106fcd 59fcd 26fcd 15fcd 10fcd 7fcd 4fcd 2fcd 

Beam wid. 0,3m 0,6m 1m 1,3m 1,6m 2,4m 3,2m 4,8m 6,3m 7,9m 9,5m 12,7m 15,8m 

Beam wid. 1ft 2,1ft 3,1ft 4,2ft 5,2ft 7,8ft 10,4ft 15,6ft 20,8ft 26ft 31,2ft 41,6ft 52ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,3 m  
20,8 ft  

18° 

4,8 m  
15,6 ft  

3,2 m  
10,4 ft  

1,6 m  
5,2 ft  

1 m  
3,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

160 lx 
284 lx 

640 lx 
2560 lx 

7112 lx 

15 fcd 
26 fcd 

59 fcd 
238 fcd 

661 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,22A 460,4W 11lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 64009 cd 

3% 

5% 

10% 

30% 

50% 

6401 cd 

12802 cd 

19203 cd 

25604 cd 

32004 cd 

38405 cd 

44806 cd 

51207 cd 

57608 cd 

19,2 lx 

32,0 lx 

64,0 lx 

192 lx 

320 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 640 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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rt

ic
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:47:05 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,7° 
Cut off angle 2.5%: 6,4° 

 

Total lumen output: 
 3059 lm 

683473 cd 

Peak candela output: 
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450000
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550000

600000

650000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,7° 6,4° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 683473lx 170868lx 75941lx 42717lx 27339lx 12151lx 6835lx 3038lx 1709lx 1094lx 759lx 427lx 273lx 

Footcand. 63497fcd 15874fcd 7055fcd 3969fcd 2540fcd 1129fcd 635fcd 282fcd 159fcd 102fcd 71fcd 40fcd 25fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,5ft 11,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

1709 lx 
3038 lx 

6835 lx 
27339 lx 

75941 lx 

159 fcd 
282 fcd 

635 fcd 
2540 fcd 

7055 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,20A 455,3W 7lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 683473 cd 

3% 

5% 

10% 

30% 

50% 

68347 cd 

136695 cd 

205042 cd 

273389 cd 

341737 cd 

410084 cd 

478431 cd 

546779 cd 

615126 cd 

205 lx 

342 lx 

683 lx 

2050 lx 

3417 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 6835 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:38:47 
 

 
 Spectra 

Beam angle 50%: 33,5° 
Field angle 10%: 52,8° 
Cut off angle 2.5%: 59,9° 

 

Total lumen output: 
 1417 lm 

4477 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
33,5° 52,8° 59,9° 99,9% 99,8% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 4477lx 1119lx 497lx 280lx 179lx 80lx 45lx 20lx 11lx 7lx 5lx 3lx 2lx 

Footcand. 416fcd 104fcd 46fcd 26fcd 17fcd 7fcd 4fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 

Beam wid. 0,6m 1,2m 1,8m 2,4m 3m 4,5m 6m 9m 12m 15,1m 18,1m 24,1m 30,1m 

Beam wid. 2ft 4ft 5,9ft 7,9ft 9,9ft 14,8ft 19,8ft 29,6ft 39,5ft 49,4ft 59,3ft 79ft 98,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12 m  
39,5 ft  

33,5° 

9 m  
29,6 ft  

6 m  
19,8 ft  

3 m  
9,9 ft  

1,8 m  
5,9 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

11 lx 
20 lx 

45 lx 
179 lx 

497 lx 

1 fcd 
2 fcd 

4 fcd 
17 fcd 

46 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 1,79A 362,5W 4lm/W 
 

Power FC 

0,9 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 4477 cd 

3% 

5% 

10% 

30% 

50% 

448 cd 

895 cd 

1343 cd 

1791 cd 

2239 cd 

2686 cd 

3134 cd 

3582 cd 

4029 cd 

1,34 lx 

2,24 lx 

4,48 lx 

13,4 lx 

22,4 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 44,8 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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le
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:40:05 
 

 
 Spectra 

Beam angle 50%: 17,6° 
Field angle 10%: 23,8° 
Cut off angle 2.5%: 26,4° 

 

Total lumen output: 
 1055 lm 

13719 cd 

Peak candela output: 
 



5000

10000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,6° 23,8° 26,4° 99,8% 99,7% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 13719lx 3430lx 1524lx 857lx 549lx 244lx 137lx 61lx 34lx 22lx 15lx 9lx 5lx 

Footcand. 1275fcd 319fcd 142fcd 80fcd 51fcd 23fcd 13fcd 6fcd 3fcd 2fcd 1fcd 1fcd 1fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3,1m 4,6m 6,2m 7,7m 9,3m 12,4m 15,5m 

Beam wid. 1ft 2ft 3ft 4,1ft 5,1ft 7,6ft 10,2ft 15,2ft 20,3ft 25,4ft 30,5ft 40,7ft 50,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,2 m  
20,3 ft  

17,6° 

4,6 m  
15,2 ft  

3,1 m  
10,2 ft  

1,5 m  
5,1 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

34 lx 
61 lx 

137 lx 
549 lx 

1524 lx 

3 fcd 
6 fcd 

13 fcd 
51 fcd 

142 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 1,81A 367,4W 3lm/W 
 

Power FC 

0,9 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 13719 cd 

3% 

5% 

10% 

30% 

50% 

1372 cd 

2744 cd 

4116 cd 

5488 cd 

6860 cd 

8231 cd 

9603 cd 

10975 cd 

12347 cd 

4,12 lx 

6,86 lx 

13,7 lx 

41,2 lx 

68,6 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 137 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:41:36 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,7° 
Cut off angle 2.5%: 6,2° 

 

Total lumen output: 
 632 lm 

140675 cd 

Peak candela output: 
 



50000

100000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,7° 6,2° 99,2% 99,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 140675lx 35169lx 15631lx 8792lx 5627lx 2501lx 1407lx 625lx 352lx 225lx 156lx 88lx 56lx 

Footcand. 13069fcd 3267fcd 1452fcd 817fcd 523fcd 232fcd 131fcd 58fcd 33fcd 21fcd 15fcd 8fcd 5fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,6ft 11,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

352 lx 
625 lx 

1407 lx 
5627 lx 

15631 lx 

33 fcd 
58 fcd 

131 fcd 
523 fcd 

1452 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 1,80A 364,6W 2lm/W 
 

Power FC 

0,9 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 140675 cd 

3% 
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10% 

30% 

50% 

14067 cd 

28135 cd 

42202 cd 

56270 cd 

70337 cd 

84405 cd 

98472 cd 

112540 cd 

126607 cd 

42,2 lx 

70,3 lx 

141 lx 

422 lx 

703 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 1407 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
White 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:57:10 
 

 
 Spectra 

Beam angle 50%: 36° 
Field angle 10%: 54,7° 
Cut off angle 2.5%: 60,9° 

 

Total lumen output: 
 10243 lm 

29185 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
36° 54,7° 60,9° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 29185lx 7296lx 3243lx 1824lx 1167lx 519lx 292lx 130lx 73lx 47lx 32lx 18lx 12lx 

Footcand. 2711fcd 678fcd 301fcd 169fcd 108fcd 48fcd 27fcd 12fcd 7fcd 4fcd 3fcd 2fcd 1fcd 

Beam wid. 0,7m 1,3m 2m 2,6m 3,3m 4,9m 6,5m 9,8m 13m 16,3m 19,5m 26m 32,5m 

Beam wid. 2,1ft 4,3ft 6,4ft 8,5ft 10,7ft 16ft 21,3ft 32ft 42,7ft 53,4ft 64ft 85,4ft 106,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

13 m  
42,7 ft  

36° 

9,8 m  
32 ft  

6,5 m  
21,3 ft  

3,3 m  
10,7 ft  

2 m  
6,4 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

73 lx 
130 lx 

292 lx 
1167 lx 

3243 lx 

7 fcd 
12 fcd 

27 fcd 
108 fcd 

301 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,16A 447,5W 23lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 29185 cd 

3% 

5% 

10% 

30% 

50% 

2919 cd 

5837 cd 

8756 cd 

11674 cd 

14593 cd 

17511 cd 

20430 cd 

23348 cd 

26267 cd 

8,76 lx 

14,6 lx 

29,2 lx 

87,6 lx 

146 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 292 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
White 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:58:34 
 

 
 Spectra 

Beam angle 50%: 18,9° 
Field angle 10%: 24,6° 
Cut off angle 2.5%: 27,3° 

 

Total lumen output: 
 7731 lm 

89369 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18,9° 24,6° 27,3° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 89369lx 22342lx 9930lx 5586lx 3575lx 1589lx 894lx 397lx 223lx 143lx 99lx 56lx 36lx 

Footcand. 8303fcd 2076fcd 923fcd 519fcd 332fcd 148fcd 83fcd 37fcd 21fcd 13fcd 9fcd 5fcd 3fcd 

Beam wid. 0,3m 0,7m 1m 1,3m 1,7m 2,5m 3,3m 5m 6,6m 8,3m 10m 13,3m 16,6m 

Beam wid. 1,1ft 2,2ft 3,3ft 4,4ft 5,4ft 8,2ft 10,9ft 16,3ft 21,8ft 27,2ft 32,7ft 43,6ft 54,5ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,6 m  
21,8 ft  

18,9° 

5 m  
16,3 ft  

3,3 m  
10,9 ft  

1,7 m  
5,4 ft  

1 m  
3,3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

223 lx 
397 lx 

894 lx 
3575 lx 

9930 lx 

21 fcd 
37 fcd 

83 fcd 
332 fcd 

923 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,16A 447W 17lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 89369 cd 

3% 

5% 

10% 

30% 

50% 

8937 cd 

17874 cd 

26811 cd 

35748 cd 

44685 cd 

53622 cd 

62559 cd 

71495 cd 

80432 cd 

26,8 lx 

44,7 lx 

89,4 lx 

268 lx 

447 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 894 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
White 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  09:59:54 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,7° 
Cut off angle 2.5%: 6,5° 

 

Total lumen output: 
 4475 lm 

995849 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,7° 6,5° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 995849lx 248962lx 110650lx 62241lx 39834lx 17704lx 9958lx 4426lx 2490lx 1593lx 1106lx 622lx 398lx 

Footcand. 92517fcd 23129fcd 10280fcd 5782fcd 3701fcd 1645fcd 925fcd 411fcd 231fcd 148fcd 103fcd 58fcd 37fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,6ft 11,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

2490 lx 
4426 lx 

9958 lx 
39834 lx 

110650 lx 

231 fcd 
411 fcd 

925 fcd 
3701 fcd 

10280 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,15A 444,9W 10lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 995849 cd 

3% 

5% 

10% 

30% 

50% 

99585 cd 

199170 cd 

298755 cd 

398339 cd 

497924 cd 

597509 cd 

697094 cd 

796679 cd 

896264 cd 

299 lx 

498 lx 

996 lx 

2988 lx 

4979 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 9958 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
2800K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:06:25 
 

 
 Spectra 

Beam angle 50%: 34,1° 
Field angle 10%: 52,6° 
Cut off angle 2.5%: 59,9° 

 

Total lumen output: 
 8453 lm 

26433 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 23,6 

2867 K 
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2867 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

11,5 69,2 60,2 -8,3 11,8 51,5 37,1 -44,2 -162,3 31,0 -35,6 26,4 23,5 73,9 6,5 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

40,6 36,8 29,7 68,4 79,9 61,8 48,6 49,1 49,8 43,2 50,1 66,2 85,6 57,7 59,3 50,0 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

61,2 94,0 54,6 27,6 35,5 56,2 79,5 48,0 64,1 54,5 31,4 24,2 35,2 74,8 74,9 

 

 

CQS: 49,8 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

2867 K 23,6 -162,3 54,2 117,7 49,8 15 0,453 0,418 0,0036 

 

TM30: 54,2   CRI: 23,6 (R1-R8) 

Δuv: 0,0036 

CIE 1931 ZOOM CIE 1931 

x: 0,453 
y: 0,418 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 41 31% -5% 

2 37 26% -25% 

3 30 12% -35% 

4 68 -2% -21% 

5 80 -3% 2% 

6 62 11% 23% 

7 49 27% 19% 

8 49 31% -4% 

9 50 25% -19% 

10 43 11% -35% 

11 50 -1% -37% 

12 66 -9% -18% 

13 86 -7% 5% 

14 58 -7% 32% 

15 59 12% 22% 

16 50 32% 20% 

 

 

Rf 54,2 
Fidelity index Rf 

Rg 117,7 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,1° 52,6° 59,9° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 26433lx 6608lx 2937lx 1652lx 1057lx 470lx 264lx 117lx 66lx 42lx 29lx 17lx 11lx 

Footcand. 2456fcd 614fcd 273fcd 153fcd 98fcd 44fcd 25fcd 11fcd 6fcd 4fcd 3fcd 2fcd 1fcd 

Beam wid. 0,6m 1,2m 1,8m 2,5m 3,1m 4,6m 6,1m 9,2m 12,3m 15,3m 18,4m 24,6m 30,7m 

Beam wid. 2ft 4,1ft 6ft 8ft 10,1ft 15,1ft 20,1ft 30,2ft 40,3ft 50,3ft 60,4ft 80,5ft 100,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,3 m  
40,3 ft  

34,1° 

9,2 m  
30,2 ft  

6,1 m  
20,1 ft  

3,1 m  
10,1 ft  

1,8 m  
6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

66 lx 
117 lx 

264 lx 
1057 lx 

2937 lx 

6 fcd 
11 fcd 

25 fcd 
98 fcd 

273 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,51A 529W 16lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 26433 cd 

3% 

5% 

10% 

30% 

50% 

2643 cd 

5287 cd 

7930 cd 

10573 cd 

13216 cd 

15860 cd 

18503 cd 

21146 cd 

23789 cd 

7,93 lx 

13,2 lx 

26,4 lx 

79,3 lx 

132 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 264 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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s 

Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
2800K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:04:32 
 

 
 Spectra 

Beam angle 50%: 17,2° 
Field angle 10%: 22,9° 
Cut off angle 2.5%: 25,5° 

 

Total lumen output: 
 6396 lm 

87802 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 23,2 

2841 K 
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2841 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

10,9 68,7 60,6 -8,9 11,0 50,6 37,3 -44,2 -161,9 29,8 -36,6 25,0 22,8 74,1 6,2 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

40,6 36,6 29,5 68,2 79,9 61,7 48,4 48,8 49,5 42,8 49,7 65,7 85,7 57,9 59,5 50,1 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

61,2 94,0 54,5 27,4 35,2 55,9 79,7 48,1 64,4 54,9 31,6 24,3 35,3 74,8 74,8 

 

 

CQS: 49,8 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

2841 K 23,2 -161,9 54,1 117,8 49,8 15 0,454 0,418 0,0032 

 

TM30: 54,1   CRI: 23,2 (R1-R8) 

Δuv: 0,0032 

CIE 1931 ZOOM CIE 1931 

x: 0,454 
y: 0,418 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color Evaluation Sample 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 41 31% -5% 

2 37 26% -25% 

3 29 12% -36% 

4 68 -2% -22% 

5 80 -3% 2% 

6 62 11% 23% 

7 48 27% 20% 

8 49 31% -4% 

9 50 25% -19% 

10 43 11% -35% 

11 50 -1% -38% 

12 66 -9% -18% 

13 86 -7% 5% 

14 58 -7% 32% 

15 59 12% 22% 

16 50 32% 19% 

 

 

Rf 54,1 
Fidelity index Rf 

Rg 117,8 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 
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1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,2° 22,9° 25,5° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 87802lx 21950lx 9756lx 5488lx 3512lx 1561lx 878lx 390lx 220lx 140lx 98lx 55lx 35lx 

Footcand. 8157fcd 2039fcd 906fcd 510fcd 326fcd 145fcd 82fcd 36fcd 20fcd 13fcd 9fcd 5fcd 3fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3m 4,5m 6,1m 7,6m 9,1m 12,1m 15,1m 

Beam wid. 1ft 2ft 3ft 4ft 5ft 7,5ft 9,9ft 14,9ft 19,9ft 24,8ft 29,8ft 39,7ft 49,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,1 m  
19,9 ft  

17,2° 

4,5 m  
14,9 ft  

3 m  
9,9 ft  

1,5 m  
5 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

220 lx 
390 lx 

878 lx 
3512 lx 

9756 lx 

20 fcd 
36 fcd 

82 fcd 
326 fcd 

906 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,51A 528,3W 12lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 
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90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 87802 cd 
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17560 cd 
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35121 cd 
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61461 cd 

70241 cd 

79021 cd 

26,3 lx 

43,9 lx 

87,8 lx 

263 lx 

439 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 878 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 



400 450 500 550 600 650 700 750 800

180 165
150

135

120

105

90

75

60

45

30
15015

30

45

60

75

90

105

120

135

150
165

4,2°

                                                                                                                     
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  

 
 
  

 
 

PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
2800K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:02:14 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,6° 
Cut off angle 2.5%: 6,4° 

 

Total lumen output: 
 3885 lm 

879275 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 22,5 

2825 K 
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2825 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

9,9 68,0 60,9 -10,1 9,8 49,5 37,3 -44,8 -162,6 28,3 -38,3 23,2 21,8 74,2 5,5 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

40,3 36,3 29,0 67,8 79,7 61,4 48,0 48,2 49,0 42,1 49,0 65,0 85,7 57,9 59,4 50,0 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

61,1 94,1 54,1 26,7 34,7 55,4 79,8 48,0 64,6 55,0 31,3 24,1 35,2 74,6 74,7 

 

 

CQS: 49,6 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

2825 K 22,5 -162,6 53,7 117,9 49,6 15 0,455 0,417 0,0028 

 

TM30: 53,7   CRI: 22,5 (R1-R8) 

Δuv: 0,0028 

CIE 1931 ZOOM CIE 1931 

x: 0,455 
y: 0,417 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 40 31% -5% 

2 36 26% -25% 

3 29 12% -36% 

4 68 -2% -22% 

5 80 -2% 2% 

6 61 12% 24% 

7 48 27% 20% 

8 48 31% -4% 

9 49 26% -19% 

10 42 12% -36% 

11 49 -1% -38% 

12 65 -9% -19% 

13 86 -7% 5% 

14 58 -7% 32% 

15 59 12% 22% 

16 50 32% 19% 

 

 

Rf 53,7 
Fidelity index Rf 

Rg 117,9 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,6° 6,4° 99,9% 99,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 879275lx 219819lx 97697lx 54955lx 35171lx 15632lx 8793lx 3908lx 2198lx 1407lx 977lx 550lx 352lx 

Footcand. 81687fcd 20422fcd 9076fcd 5105fcd 3267fcd 1452fcd 817fcd 363fcd 204fcd 131fcd 91fcd 51fcd 33fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,7m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,6ft 12ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

2198 lx 
3908 lx 

8793 lx 
35171 lx 

97697 lx 

204 fcd 
363 fcd 

817 fcd 
3267 fcd 

9076 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,52A 529,6W 7lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 879275 cd 

3% 

5% 

10% 

30% 

50% 

87928 cd 

175855 cd 

263783 cd 

351710 cd 

439638 cd 

527565 cd 

615493 cd 

703420 cd 

791348 cd 

264 lx 

440 lx 

879 lx 

2638 lx 

4396 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 8793 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
3200K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:11:14 
 

 
 Spectra 

Beam angle 50%: 34,3° 
Field angle 10%: 52,8° 
Cut off angle 2.5%: 60° 

 

Total lumen output: 
 9782 lm 

30269 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 35,7 

3304 K 
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3304 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

27,2 78,8 59,5 10,0 30,6 67,7 41,8 -30,0 -148,1 52,6 -10,0 53,3 39,5 74,1 17,6 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

45,1 44,9 42,9 74,2 85,4 66,0 56,8 54,1 60,6 52,8 63,8 81,1 85,4 59,3 55,9 54,7 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

65,4 94,6 68,4 41,6 45,2 61,5 84,8 58,3 73,5 69,1 43,7 34,7 42,8 78,0 77,9 

 

 

CQS: 58,7 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

3304 K 35,7 -148,1 61,4 120,6 58,7 21 0,422 0,409 0,0043 

 

TM30: 61,4   CRI: 35,7 (R1-R8) 

Δuv: 0,0043 

CIE 1931 ZOOM CIE 1931 

x: 0,422 
y: 0,409 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 

Hue bin 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 45 30% -4% 

2 45 23% -21% 

3 43 10% -28% 

4 74 -1% -15% 

5 85 2% 2% 

6 66 13% 18% 

7 57 26% 11% 

8 54 25% -7% 

9 61 20% -18% 

10 53 8% -30% 

11 64 -3% -21% 

12 81 -6% -8% 

13 85 -3% 10% 

14 59 -2% 33% 

15 56 16% 26% 

16 55 30% 9% 

 

 

Rf 61,4 
Fidelity index Rf 

Rg 120,6 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 



5000

10000

15000

20000

25000

30000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,3° 52,8° 60° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 30269lx 7567lx 3363lx 1892lx 1211lx 538lx 303lx 135lx 76lx 48lx 34lx 19lx 12lx 

Footcand. 2812fcd 703fcd 312fcd 176fcd 112fcd 50fcd 28fcd 12fcd 7fcd 4fcd 3fcd 2fcd 1fcd 

Beam wid. 0,6m 1,2m 1,9m 2,5m 3,1m 4,6m 6,2m 9,3m 12,4m 15,4m 18,5m 24,7m 30,9m 

Beam wid. 2ft 4,1ft 6,1ft 8,1ft 10,1ft 15,2ft 20,3ft 30,4ft 40,5ft 50,7ft 60,8ft 81ft 101,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,4 m  
40,5 ft  

34,3° 

9,3 m  
30,4 ft  

6,2 m  
20,3 ft  

3,1 m  
10,1 ft  

1,9 m  
6,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

76 lx 
135 lx 

303 lx 
1211 lx 

3363 lx 

7 fcd 
12 fcd 

28 fcd 
112 fcd 

312 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,69A 571W 17lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 30269 cd 
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3027 cd 

6054 cd 

9081 cd 

12108 cd 

15135 cd 

18162 cd 

21188 cd 

24215 cd 

27242 cd 

9,08 lx 

15,1 lx 

30,3 lx 

90,8 lx 

151 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 303 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
3200K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:09:30 
 

 
 Spectra 

Beam angle 50%: 17,2° 
Field angle 10%: 23° 
Cut off angle 2.5%: 25,5° 

 

Total lumen output: 
 7362 lm 

100689 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 35,0 

3264 K 
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3264 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

26,2 78,0 59,7 8,9 29,3 66,6 41,7 -30,8 -148,8 51,0 -11,6 51,6 38,4 74,2 16,8 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

44,8 44,6 42,4 73,8 85,3 65,8 54,1 55,5 60,1 49,1 63,9 80,6 85,6 59,4 55,8 54,5 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

65,2 94,5 67,9 41,0 44,6 61,0 84,8 58,1 73,5 69,1 43,5 34,5 42,6 77,8 77,7 

 

 

CQS: 58,4 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

3264 K 35,0 -148,8 61,1 120,3 58,4 21 0,424 0,409 0,0038 

 

TM30: 61,1   CRI: 35,0 (R1-R8) 

Δuv: 0,0038 

CIE 1931 ZOOM CIE 1931 

x: 0,424 
y: 0,409 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 45 30% -4% 

2 45 23% -21% 

3 42 11% -28% 

4 74 -1% -15% 

5 85 2% 2% 

6 66 13% 18% 

7 54 26% 14% 

8 55 26% -7% 

9 60 21% -18% 

10 49 7% -29% 

11 64 -2% -24% 

12 81 -6% -9% 

13 86 -3% 9% 

14 59 -2% 33% 

15 56 16% 26% 

16 55 30% 9% 

 

 

Rf 61,1 
Fidelity index Rf 

Rg 120,3 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 
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1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,2° 23° 25,5° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 100689lx 25172lx 11188lx 6293lx 4028lx 1790lx 1007lx 448lx 252lx 161lx 112lx 63lx 40lx 

Footcand. 9354fcd 2339fcd 1039fcd 585fcd 374fcd 166fcd 94fcd 42fcd 23fcd 15fcd 10fcd 6fcd 4fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3m 4,5m 6,1m 7,6m 9,1m 12,1m 15,2m 

Beam wid. 1ft 2ft 3ft 4ft 5ft 7,5ft 9,9ft 14,9ft 19,9ft 24,9ft 29,8ft 39,8ft 49,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,1 m  
19,9 ft  

17,2° 

4,5 m  
14,9 ft  

3 m  
9,9 ft  

1,5 m  
5 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

252 lx 
448 lx 

1007 lx 
4028 lx 

11188 lx 

23 fcd 
42 fcd 

94 fcd 
374 fcd 

1039 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,69A 570,4W 13lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 100689 cd 
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Conditions: 

Number of c-planes: 2 

Lux at center: 1007 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
3200K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:07:58 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,6° 
Cut off angle 2.5%: 6,4° 

 

Total lumen output: 
 4490 lm 

1010279 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 34,1 

3255 K 
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3255 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

25,0 77,3 59,8 7,7 28,1 65,5 41,4 -32,0 -150,9 49,3 -13,3 50,0 37,2 74,2 15,6 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

44,3 44,0 41,7 73,4 85,2 65,4 53,5 54,9 59,6 48,4 63,3 80,2 85,6 59,2 55,3 54,5 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

65,0 94,5 67,4 40,2 44,1 60,6 84,7 57,8 73,6 69,1 43,0 34,1 42,3 77,6 77,4 

 

 

CQS: 58,1 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

3255 K 34,1 -150,9 60,7 120,4 58,1 20 0,424 0,408 0,0034 

 

TM30: 60,7   CRI: 34,1 (R1-R8) 

Δuv: 0,0034 

CIE 1931 ZOOM CIE 1931 

x: 0,424 
y: 0,408 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 

Hue bin 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 44 30% -4% 

2 44 23% -21% 

3 42 11% -28% 

4 73 -1% -16% 

5 85 2% 2% 

6 65 13% 19% 

7 54 26% 14% 

8 55 26% -7% 

9 60 21% -18% 

10 48 7% -29% 

11 63 -2% -24% 

12 80 -6% -9% 

13 86 -3% 9% 

14 59 -2% 33% 

15 55 15% 25% 

16 54 31% 11% 

 

 

Rf 60,7 
Fidelity index Rf 

Rg 120,4 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 
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1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,6° 6,4° 99,9% 99,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1010279lx 252570lx 112253lx 63142lx 40411lx 17961lx 10103lx 4490lx 2526lx 1616lx 1123lx 631lx 404lx 

Footcand. 93858fcd 23464fcd 10429fcd 5866fcd 3754fcd 1669fcd 939fcd 417fcd 235fcd 150fcd 104fcd 59fcd 38fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,1ft 9,5ft 11,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

2526 lx 
4490 lx 

10103 lx 
40411 lx 

112253 lx 

235 fcd 
417 fcd 

939 fcd 
3754 fcd 

10429 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 2,72A 576,8W 8lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 
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50% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 1010279 cd 
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Conditions: 

Number of c-planes: 2 

Lux at center: 10,1K lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
4000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:18:13 
 

 
 Spectra 

Beam angle 50%: 34,7° 
Field angle 10%: 53,5° 
Cut off angle 2.5%: 60,4° 

 

Total lumen output: 
 13106 lm 

39819 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 58,1 

4189 K 
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4189 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

56,5 94,2 61,7 41,0 61,3 89,5 54,8 6,0 -95,0 88,0 30,0 87,4 67,2 76,6 44,7 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

59,2 62,0 65,2 86,5 87,9 74,6 68,5 69,7 74,7 70,8 85,8 84,7 74,0 64,4 62,5 60,8 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

74,0 93,7 89,9 67,3 63,0 71,0 91,7 73,8 80,3 88,7 65,6 55,3 57,3 84,5 84,4 

 

 

CQS: 73,1 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

4189 K 58,1 -95,0 73,1 119,1 73,1 37 0,377 0,388 0,0065 

 

TM30: 73,1   CRI: 58,1 (R1-R8) 

Δuv: 0,0065 

CIE 1931 ZOOM CIE 1931 

x: 0,377 
y: 0,388 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 59 24% -5% 

2 62 15% -15% 

3 65 8% -16% 

4 87 0% -5% 

5 88 4% 4% 

6 75 14% 11% 

7 69 20% 2% 

8 70 17% -6% 

9 75 10% -15% 

10 71 2% -17% 

11 86 -4% -5% 

12 85 -3% 8% 

13 74 -3% 23% 

14 64 6% 21% 

15 63 18% 22% 

16 61 25% 6% 

 

 

Rf 73,1 
Fidelity index Rf 

Rg 119,1 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,7° 53,5° 60,4° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 39819lx 9955lx 4424lx 2489lx 1593lx 708lx 398lx 177lx 100lx 64lx 44lx 25lx 16lx 

Footcand. 3699fcd 925fcd 411fcd 231fcd 148fcd 66fcd 37fcd 16fcd 9fcd 6fcd 4fcd 2fcd 1fcd 

Beam wid. 0,6m 1,2m 1,9m 2,5m 3,1m 4,7m 6,2m 9,4m 12,5m 15,6m 18,7m 25m 31,2m 

Beam wid. 2,1ft 4,1ft 6,1ft 8,2ft 10,2ft 15,4ft 20,5ft 30,7ft 41ft 51,2ft 61,5ft 81,9ft 102,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,5 m  
41 ft  

34,7° 

9,4 m  
30,7 ft  

6,2 m  
20,5 ft  

3,1 m  
10,2 ft  

1,9 m  
6,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

100 lx 
177 lx 

398 lx 
1593 lx 

4424 lx 

9 fcd 
16 fcd 

37 fcd 
148 fcd 

411 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 3,15A 674,1W 19lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 39819 cd 
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Conditions: 

Number of c-planes: 2 

Lux at center: 398 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
4000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:16:09 
 

 
 Spectra 

Beam angle 50%: 17,4° 
Field angle 10%: 23,1° 
Cut off angle 2.5%: 25,2° 

 

Total lumen output: 
 9812 lm 

132582 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 57,1 

4146 K 
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4146 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

55,1 93,5 61,6 39,7 59,9 88,8 54,3 4,2 -98,2 86,3 28,3 87,0 65,8 76,4 43,1 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

58,6 61,3 64,3 86,1 88,0 74,3 68,1 69,2 74,3 70,1 85,5 85,0 73,9 64,0 62,1 60,2 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

73,6 93,6 89,4 66,5 62,4 70,6 91,6 73,3 80,2 88,6 65,1 54,8 57,0 84,3 84,1 

 

 

CQS: 72,7 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

4146 K 57,1 -98,2 72,7 119,4 72,7 36 0,378 0,388 0,0059 

 

TM30: 72,7   CRI: 57,1 (R1-R8) 

Δuv: 0,0059 

CIE 1931 ZOOM CIE 1931 

x: 0,378 
y: 0,388 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
C

E
S

9
9

 

C
E

S
9

8
 

C
E

S
9

7
 

C
E

S
9

6
 

C
E

S
9

5
 

C
E

S
9

4
 

C
E

S
9

3
 

C
E

S
9

2
 

C
E

S
9

1
 

C
E

S
9

0
 

C
E

S
8

9
 

C
E

S
8

8
 

C
E

S
8

7
 

C
E

S
8

6
 

C
E

S
8

5
 

C
E

S
8

4
 

C
E

S
8

3
 

C
E

S
8

2
 

C
E

S
8

1
 

C
E

S
8

0
 

C
E

S
7

9
 

C
E

S
7

8
 

C
E

S
7

7
 

C
E

S
7

6
 

C
E

S
7

5
 

C
E

S
7

4
 

C
E

S
7

3
 

C
E

S
7

2
 

C
E

S
7

1
 

C
E

S
7

0
 

C
E

S
6

9
 

C
E

S
6

8
 

C
E

S
6

7
 

C
E

S
6

6
 

C
E

S
6

5
 

C
E

S
6

4
 

C
E

S
6

3
 

C
E

S
6

2
 

C
E

S
6

1
 

C
E

S
6

0
 

C
E

S
5

9
 

C
E

S
5

8
 

C
E

S
5

7
 

C
E

S
5

6
 

C
E

S
5

5
 

C
E

S
5

4
 

C
E

S
5

3
 

C
E

S
5

2
 

C
E

S
5

1
 

C
E

S
5

0
 

C
E

S
4

9
 

C
E

S
4

8
 

C
E

S
4

7
 

C
E

S
4

6
 

C
E

S
4

5
 

C
E

S
4

4
 

C
E

S
4

3
 

C
E

S
4

2
 

C
E

S
4

1
 

C
E

S
4

0
 

C
E

S
3

9
 

C
E

S
3

8
 

C
E

S
3

7
 

C
E

S
3

6
 

C
E

S
3

5
 

C
E

S
3

4
 

C
E

S
3

3
 

C
E

S
3

2
 

C
E

S
3

1
 

C
E

S
3

0
 

C
E

S
2

9
 

C
E

S
2

8
 

C
E

S
2

7
 

C
E

S
2

6
 

C
E

S
2

5
 

C
E

S
2

4
 

C
E

S
2

3
 

C
E

S
2

2
 

C
E

S
2

1
 

C
E

S
2

0
 

C
E

S
1

9
 

C
E

S
1

8
 

C
E

S
1

7
 

C
E

S
1

6
 

C
E

S
1

5
 

C
E

S
1

4
 

C
E

S
1

3
 

C
E

S
1

2
 

C
E

S
1

1
 

C
E

S
1

0
 

C
E

S
0

9
 

C
E

S
0

8
 

C
E

S
0

7
 

C
E

S
0

6
 

C
E

S
0

5
 

C
E

S
0

4
 

C
E

S
0

3
 

C
E

S
0

2
 

C
E

S
0

1
 

Color Evaluation Sample 
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Color distortion graphics 

Color vector graphics 

Hue bin 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 59 24% -5% 

2 61 15% -16% 

3 64 9% -16% 

4 86 0% -6% 

5 88 4% 4% 

6 74 14% 11% 

7 68 20% 2% 

8 69 17% -6% 

9 74 11% -15% 

10 70 2% -17% 

11 85 -4% -5% 

12 85 -3% 7% 

13 74 -3% 23% 

14 64 6% 22% 

15 62 18% 22% 

16 60 25% 6% 

 

 

Rf 72,7 
Fidelity index Rf 

Rg 119,4 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,4° 23,1° 25,2° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 132582lx 33146lx 14731lx 8286lx 5303lx 2357lx 1326lx 589lx 331lx 212lx 147lx 83lx 53lx 

Footcand. 12317fcd 3079fcd 1369fcd 770fcd 493fcd 219fcd 123fcd 55fcd 31fcd 20fcd 14fcd 8fcd 5fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3,1m 4,6m 6,1m 7,7m 9,2m 12,2m 15,3m 

Beam wid. 1ft 2ft 3ft 4ft 5ft 7,5ft 10ft 15,1ft 20,1ft 25,1ft 30,1ft 40,2ft 50,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,1 m  
20,1 ft  

17,4° 

4,6 m  
15,1 ft  

3,1 m  
10 ft  

1,5 m  
5 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

331 lx 
589 lx 

1326 lx 
5303 lx 

14731 lx 

31 fcd 
55 fcd 

123 fcd 
493 fcd 

1369 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

223V 3,15A 673,8W 15lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 132582 cd 

3% 

5% 

10% 

30% 

50% 

13258 cd 

26516 cd 

39775 cd 

53033 cd 

66291 cd 

79549 cd 

92807 cd 

106066 cd 

119324 cd 

39,8 lx 

66,3 lx 

133 lx 

398 lx 

663 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 1326 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
4000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:14:17 
 

 
 Spectra 

Beam angle 50%: 4,2° 
Field angle 10%: 5,8° 
Cut off angle 2.5%: 6,6° 

 

Total lumen output: 
 6000 lm 

1337196 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 55,8 

4123 K 
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4123 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

53,2 92,6 61,3 37,7 58,1 87,9 53,5 1,8 -103,0 84,2 25,8 86,1 64,1 76,2 41,0 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

57,6 60,3 63,2 85,6 87,9 73,8 67,2 68,3 73,6 69,1 84,9 85,1 73,6 63,2 61,3 59,4 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

73,1 93,5 89,0 65,4 61,6 70,1 91,5 72,7 79,9 88,6 64,4 53,9 56,4 83,9 83,6 

 

 

CQS: 72,2 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

4123 K 55,8 -103,0 72,0 119,9 72,2 35 0,379 0,387 0,0051 

 

TM30: 72,0   CRI: 55,8 (R1-R8) 

Δuv: 0,0051 

CIE 1931 ZOOM CIE 1931 

x: 0,379 
y: 0,387 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 58 25% -5% 

2 60 16% -16% 

3 63 9% -17% 

4 86 1% -6% 

5 88 4% 4% 

6 74 14% 11% 

7 67 21% 2% 

8 68 18% -6% 

9 74 11% -16% 

10 69 3% -18% 

11 85 -3% -6% 

12 85 -3% 7% 

13 74 -3% 23% 

14 63 6% 22% 

15 61 18% 23% 

16 59 26% 6% 

 

 

Rf 72,0 
Fidelity index Rf 

Rg 119,9 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,2° 5,8° 6,6° 99,9% 99,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1337196lx 334299lx 148577lx 83575lx 53488lx 23772lx 13372lx 5943lx 3343lx 2140lx 1486lx 836lx 535lx 

Footcand. 124230fcd 31057fcd 13803fcd 7764fcd 4969fcd 2209fcd 1242fcd 552fcd 311fcd 199fcd 138fcd 78fcd 50fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,5m 1,8m 2,2m 2,9m 3,7m 

Beam wid. 0,2ft 0,5ft 0,7ft 1ft 1,2ft 1,8ft 2,4ft 3,6ft 4,8ft 6ft 7,2ft 9,6ft 12ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,5 m  
4,8 ft  

4,2° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

3343 lx 
5943 lx 

13372 lx 
53488 lx 

148577 lx 

311 fcd 
552 fcd 

1242 fcd 
4969 fcd 

13803 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 3,15A 675,6W 9lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 1337196 cd 
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802317 cd 
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401 lx 

669 lx 

1337 lx 

4012 lx 

6686 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 13,4K lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
5600K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:20:35 
 

 
 Spectra 

Beam angle 50%: 34,9° 
Field angle 10%: 53,8° 
Cut off angle 2.5%: 60,5° 

 

Total lumen output: 
 17633 lm 

52859 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 72,0 

5531 K 
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5531 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

79,0 93,8 64,5 60,6 81,6 90,3 66,5 39,9 -32,3 84,8 54,7 78,6 87,6 79,0 68,9 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

66,7 79,4 84,2 90,9 83,8 77,1 75,8 78,1 86,4 86,5 84,3 75,7 73,8 71,0 68,1 71,4 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

83,9 91,2 88,2 88,1 76,7 76,0 92,1 85,3 80,6 93,7 86,7 76,6 73,0 90,1 91,4 

 

 

CQS: 83,6 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

5531 K 72,0 -32,3 79,3 116,0 83,6 55 0,332 0,354 0,0037 

 

TM30: 79,3   CRI: 72,0 (R1-R8) 

Δuv: 0,0037 

CIE 1931 ZOOM CIE 1931 

x: 0,332 
y: 0,354 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 67 17% -4% 

2 79 8% -9% 

3 84 5% -5% 

4 91 2% 4% 

5 84 7% 7% 

6 77 14% 7% 

7 76 15% -2% 

8 78 9% -9% 

9 86 2% -11% 

10 87 -4% -6% 

11 84 -4% 9% 

12 76 -3% 17% 

13 74 3% 23% 

14 71 10% 16% 

15 68 23% 19% 

16 71 16% -1% 

 

 

Rf 79,3 
Fidelity index Rf 

Rg 116,0 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,9° 53,8° 60,5° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 52859lx 13215lx 5873lx 3304lx 2114lx 940lx 529lx 235lx 132lx 85lx 59lx 33lx 21lx 

Footcand. 4911fcd 1228fcd 546fcd 307fcd 196fcd 87fcd 49fcd 22fcd 12fcd 8fcd 5fcd 3fcd 2fcd 

Beam wid. 0,6m 1,3m 1,9m 2,5m 3,1m 4,7m 6,3m 9,4m 12,6m 15,7m 18,9m 25,2m 31,5m 

Beam wid. 2,1ft 4,2ft 6,2ft 8,2ft 10,3ft 15,5ft 20,6ft 31ft 41,3ft 51,6ft 61,9ft 82,6ft 103,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,6 m  
41,3 ft  

34,9° 

9,4 m  
31 ft  

6,3 m  
20,6 ft  

3,1 m  
10,3 ft  

1,9 m  
6,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

132 lx 
235 lx 

529 lx 
2114 lx 

5873 lx 

12 fcd 
22 fcd 

49 fcd 
196 fcd 

546 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

223V 3,91A 840,1W 21lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 52859 cd 
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26,4 lx 

52,9 lx 

159 lx 

264 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 529 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
5600K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:22:20 
 

 
 Spectra 

Beam angle 50%: 18,5° 
Field angle 10%: 24,4° 
Cut off angle 2.5%: 26,7° 

 

Total lumen output: 
 13355 lm 

159967 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 71,8 

5514 K 
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5514 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

78,4 94,2 64,5 60,3 81,2 90,6 66,3 38,9 -34,7 85,6 54,4 79,2 87,0 79,0 68,1 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

66,2 79,0 83,8 91,1 84,1 77,2 75,8 78,1 86,5 86,4 84,5 75,7 73,6 70,8 67,8 71,1 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

83,5 91,1 88,5 88,0 76,7 76,1 92,3 85,0 80,5 93,9 86,4 76,2 72,8 90,0 91,1 

 

 

CQS: 83,4 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

5514 K 71,8 -34,7 79,3 116,1 83,4 54 0,332 0,355 0,0035 

 

TM30: 79,3   CRI: 71,8 (R1-R8) 

Δuv: 0,0035 

CIE 1931 ZOOM CIE 1931 

x: 0,332 
y: 0,355 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 66 17% -4% 

2 79 8% -10% 

3 84 6% -6% 

4 91 2% 3% 

5 84 7% 7% 

6 77 14% 7% 

7 76 15% -2% 

8 78 9% -9% 

9 86 2% -11% 

10 86 -4% -6% 

11 85 -3% 9% 

12 76 -3% 17% 

13 74 3% 24% 

14 71 10% 16% 

15 68 23% 20% 

16 71 16% -1% 

 

 

Rf 79,3 
Fidelity index Rf 

Rg 116,1 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18,5° 24,4° 26,7° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 159967lx 39992lx 17774lx 9998lx 6399lx 2844lx 1600lx 711lx 400lx 256lx 178lx 100lx 64lx 

Footcand. 14861fcd 3715fcd 1651fcd 929fcd 594fcd 264fcd 149fcd 66fcd 37fcd 24fcd 17fcd 9fcd 6fcd 

Beam wid. 0,3m 0,7m 1m 1,3m 1,6m 2,4m 3,3m 4,9m 6,5m 8,2m 9,8m 13m 16,3m 

Beam wid. 1,1ft 2,2ft 3,2ft 4,3ft 5,3ft 8ft 10,7ft 16ft 21,4ft 26,7ft 32,1ft 42,8ft 53,5ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,5 m  
21,4 ft  

18,5° 

4,9 m  
16 ft  

3,3 m  
10,7 ft  

1,6 m  
5,3 ft  

1 m  
3,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

400 lx 
711 lx 

1600 lx 
6399 lx 

17774 lx 

37 fcd 
66 fcd 

149 fcd 
594 fcd 

1651 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

221V 3,96A 843,1W 16lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 
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40% 

50% 
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70% 
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90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 159967 cd 
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48,0 lx 

80,0 lx 

160 lx 

480 lx 

800 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 1600 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
5600K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:23:56 
 

 
 Spectra 

Beam angle 50%: 4,1° 
Field angle 10%: 6,2° 
Cut off angle 2.5%: 6,9° 

 

Total lumen output: 
 8034 lm 

1749363 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 71,1 

5571 K 
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5571 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

77,2 94,7 64,0 59,2 80,2 91,1 65,7 36,9 -40,3 86,8 53,0 80,0 86,0 78,7 66,3 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

65,1 78,3 82,9 91,3 84,1 76,9 75,4 77,8 86,4 86,2 84,7 75,4 73,0 70,0 66,7 70,4 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

82,7 91,0 88,6 87,7 76,3 76,1 92,5 84,4 80,1 94,2 85,9 75,4 72,1 89,7 90,5 

 

 

CQS: 83,1 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

5571 K 71,1 -40,3 78,9 116,5 83,1 53 0,331 0,352 0,0030 

 

TM30: 78,9   CRI: 71,1 (R1-R8) 

Δuv: 0,0030 

CIE 1931 ZOOM CIE 1931 

x: 0,331 
y: 0,352 

COLOR PARAMETERS 

COLOR DETAILS 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 65 18% -4% 

2 78 9% -10% 

3 83 6% -6% 

4 91 2% 3% 

5 84 7% 7% 

6 77 14% 7% 

7 75 15% -2% 

8 78 9% -9% 

9 86 2% -11% 

10 86 -4% -6% 

11 85 -3% 9% 

12 75 -3% 17% 

13 73 3% 24% 

14 70 10% 17% 

15 67 24% 21% 

16 70 17% -1% 

 

 

Rf 78,9 
Fidelity index Rf 

Rg 116,5 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,1° 6,2° 6,9° 100,0% 99,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1749363lx 437341lx 194374lx 109335lx 69975lx 31100lx 17494lx 7775lx 4373lx 2799lx 1944lx 1093lx 700lx 

Footcand. 162521fcd 40630fcd 18058fcd 10158fcd 6501fcd 2889fcd 1625fcd 722fcd 406fcd 260fcd 181fcd 102fcd 65fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,4m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 0,9ft 1,2ft 1,8ft 2,4ft 3,6ft 4,7ft 5,9ft 7,1ft 9,5ft 11,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,4 m  
4,7 ft  

4,1° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

4373 lx 
7775 lx 

17494 lx 
69975 lx 

194374 lx 

406 fcd 
722 fcd 

1625 fcd 
6501 fcd 

18058 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

221V 3,94A 838,5W 10lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 
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50% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 1749363 cd 
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1399490 cd 

1574426 cd 

525 lx 

875 lx 

1749 lx 

5248 lx 

8747 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 17,5K lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Max Zoom 
 

Target:  
6000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:30:27 
 

 
 Spectra 

Beam angle 50%: 34,9° 
Field angle 10%: 53,6° 
Cut off angle 2.5%: 60,4° 

 

Total lumen output: 
 17331 lm 

52177 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 73,3 

6018 K 



0,8

0,7

0,6

0,5

0,4

0,3

0,2

0,1

0,0
0,0 0,1 0,2 0,3 0,4 0,5 0,6 0,7

22
00

 K

27
00

 K

30
00

 K

35
00

 K
40

00
 K

50
00

 K
60

00
 K

70
00

 K
80

00
 K

90
00

 K

10
00

0 K

12
00

0 K

15
00

0 K

20000 K

40000 K

45
046

0

470

480

490

500

510

52
0

53
0

54
0

55
0

56
0

57
0

58
0

59
0

60
0

61
0

62
0

63
0

22
00

 K

27
00

 K
30

00
 K

35
00

 K
40

00
 K

50
00

 K
60

00
 K

70
00

 K

80
00

 K

9000 K

10000 K

12000 K

15000 K

20000 K

40000 K

45
0

46
0

470

480

490

500

510

52
0

53
0

54
0

55
0

56
0

57
0

58
0

59
0

60
0

61
0

62
0

63
0

68

C1

81

C2

86

C3

91

C4

83

C5

78

C6

78

C7

80

C8

88

C9

88

C10

82

C11

74

C12

73

C13

71

C14

68

C15

73

C16

82

R1

92

R2

64

R3

63

R4

84

R5

89

R6

68

R7

45

R8

-24

R9

81

R10

57

R11

75

R12

90

R13

79

R14

72

R15

85

Q1

91

Q2

86

Q3

91

Q4

79

Q5

77

Q6

92

Q7

86

Q8

80

Q9

92

Q10

89

Q11

79

Q12

75

Q13

91

Q14

92

Q15

                                                                                                                     
 

 
 

  

6018 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

81,9 92,1 64,4 62,6 84,1 88,5 68,1 44,7 -23,6 80,7 57,1 75,3 90,2 79,2 72,3 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

68,5 81,1 86,1 91,1 82,8 78,5 77,7 79,8 87,9 88,1 81,6 74,4 73,5 71,1 68,3 72,5 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

84,8 91,0 85,7 90,5 79,1 77,3 91,9 86,4 80,4 91,7 89,1 79,0 74,6 90,8 92,0 

 

 

CQS: 84,5 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

6018 K 73,3 -23,6 79,8 115,2 84,5 58 0,321 0,344 0,0037 

 

TM30: 79,8   CRI: 73,3 (R1-R8) 

Δuv: 0,0037 

CIE 1931 ZOOM CIE 1931 

x: 0,321 
y: 0,344 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
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Color Evaluation Sample 
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Color distortion graphics 

Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 68 16% -4% 

2 81 7% -9% 

3 86 5% -4% 

4 91 1% 5% 

5 83 7% 7% 

6 78 14% 6% 

7 78 14% -4% 

8 80 8% -9% 

9 88 0% -10% 

10 88 -5% -4% 

11 82 -4% 11% 

12 74 -2% 18% 

13 73 4% 24% 

14 71 10% 16% 

15 68 24% 19% 

16 73 16% -2% 

 

 

Rf 79,8 
Fidelity index Rf 

Rg 115,2 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
34,9° 53,6° 60,4° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 52177lx 13044lx 5797lx 3261lx 2087lx 928lx 522lx 232lx 130lx 83lx 58lx 33lx 21lx 

Footcand. 4847fcd 1212fcd 539fcd 303fcd 194fcd 86fcd 48fcd 22fcd 12fcd 8fcd 5fcd 3fcd 2fcd 

Beam wid. 0,6m 1,3m 1,9m 2,5m 3,1m 4,7m 6,3m 9,4m 12,6m 15,7m 18,9m 25,1m 31,4m 

Beam wid. 2,1ft 4,1ft 6,2ft 8,2ft 10,3ft 15,5ft 20,6ft 30,9ft 41,2ft 51,5ft 61,8ft 82,4ft 103,1ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

12,6 m  
41,2 ft  

34,9° 

9,4 m  
30,9 ft  

6,3 m  
20,6 ft  

3,1 m  
10,3 ft  

1,9 m  
6,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

130 lx 
232 lx 

522 lx 
2087 lx 

5797 lx 

12 fcd 
22 fcd 

48 fcd 
194 fcd 

539 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

221V 3,90A 831,2W 21lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 
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Conditions: 

Number of c-planes: 2 

Candela at center: 52177 cd 
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26088 cd 
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15,7 lx 

26,1 lx 

52,2 lx 

157 lx 

261 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 522 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Med Zoom 
 

Target:  
6000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:28:43 
 

 
 Spectra 

Beam angle 50%: 17,5° 
Field angle 10%: 23,1° 
Cut off angle 2.5%: 25,8° 

 

Total lumen output: 
 12969 lm 

172955 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 72,9 

5978 K 
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5978 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

81,0 92,7 64,3 61,9 83,4 89,2 67,7 43,2 -27,4 82,0 56,2 76,2 89,3 79,1 70,9 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

67,8 80,6 85,5 91,3 82,9 78,3 77,5 79,6 87,8 88,0 82,0 74,4 73,2 70,7 67,8 72,1 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

84,3 90,9 86,1 90,3 78,7 77,2 92,1 86,0 80,2 92,0 88,7 78,5 74,2 90,6 91,6 

 

 

CQS: 84,3 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

5978 K 72,9 -27,4 79,6 115,5 84,3 57 0,322 0,344 0,0033 

 

TM30: 79,6   CRI: 72,9 (R1-R8) 

Δuv: 0,0033 

CIE 1931 ZOOM CIE 1931 

x: 0,322 
y: 0,344 

COLOR PARAMETERS 

COLOR DETAILS 
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TM30 DETAILS 
C

E
S

9
9

 

C
E

S
9

8
 

C
E

S
9

7
 

C
E

S
9

6
 

C
E

S
9

5
 

C
E

S
9

4
 

C
E

S
9

3
 

C
E

S
9

2
 

C
E

S
9

1
 

C
E

S
9

0
 

C
E

S
8

9
 

C
E

S
8

8
 

C
E

S
8

7
 

C
E

S
8

6
 

C
E

S
8

5
 

C
E

S
8

4
 

C
E

S
8

3
 

C
E

S
8

2
 

C
E

S
8

1
 

C
E

S
8

0
 

C
E

S
7

9
 

C
E

S
7

8
 

C
E

S
7

7
 

C
E

S
7

6
 

C
E

S
7

5
 

C
E

S
7

4
 

C
E

S
7

3
 

C
E

S
7

2
 

C
E

S
7

1
 

C
E

S
7

0
 

C
E

S
6

9
 

C
E

S
6

8
 

C
E

S
6

7
 

C
E

S
6

6
 

C
E

S
6

5
 

C
E

S
6

4
 

C
E

S
6

3
 

C
E

S
6

2
 

C
E

S
6

1
 

C
E

S
6

0
 

C
E

S
5

9
 

C
E

S
5

8
 

C
E

S
5

7
 

C
E

S
5

6
 

C
E

S
5

5
 

C
E

S
5

4
 

C
E

S
5

3
 

C
E

S
5

2
 

C
E

S
5

1
 

C
E

S
5

0
 

C
E

S
4

9
 

C
E

S
4

8
 

C
E

S
4

7
 

C
E

S
4

6
 

C
E

S
4

5
 

C
E

S
4

4
 

C
E

S
4

3
 

C
E

S
4

2
 

C
E

S
4

1
 

C
E

S
4

0
 

C
E

S
3

9
 

C
E

S
3

8
 

C
E

S
3

7
 

C
E

S
3

6
 

C
E

S
3

5
 

C
E

S
3

4
 

C
E

S
3

3
 

C
E

S
3

2
 

C
E

S
3

1
 

C
E

S
3

0
 

C
E

S
2

9
 

C
E

S
2

8
 

C
E

S
2

7
 

C
E

S
2

6
 

C
E

S
2

5
 

C
E

S
2

4
 

C
E

S
2

3
 

C
E

S
2

2
 

C
E

S
2

1
 

C
E

S
2

0
 

C
E

S
1

9
 

C
E

S
1

8
 

C
E

S
1

7
 

C
E

S
1

6
 

C
E

S
1

5
 

C
E

S
1

4
 

C
E

S
1

3
 

C
E

S
1

2
 

C
E

S
1

1
 

C
E

S
1

0
 

C
E

S
0

9
 

C
E

S
0

8
 

C
E

S
0

7
 

C
E

S
0

6
 

C
E

S
0

5
 

C
E

S
0

4
 

C
E

S
0

3
 

C
E

S
0

2
 

C
E

S
0

1
 

Color Evaluation Sample 

100 

80 

60 

40 

20 

0 

Fi
de

lit
y 

In
de

x,
 R

f 

100 

90 

80 

70 

60 

50 

20% 

15% 

10% 

5% 

0% 

-5% 

-10% 

-15% 

-20% 

Color distortion graphics 

Color vector graphics 

Hue bin 

Hue bin 

C
hr

om
a 

sh
ift

 b
y 

hu
e 

Rf
  b

y 
hu

e 

140 

130 

120 

110 

100 

90 

80 

70 

60 
50         60         70         80          90      100 

R
g

 

Rf 

 

   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 68 16% -4% 

2 81 8% -9% 

3 86 5% -4% 

4 91 1% 4% 

5 83 7% 7% 

6 78 14% 7% 

7 78 14% -4% 

8 80 8% -9% 

9 88 1% -10% 

10 88 -4% -4% 

11 82 -3% 11% 

12 74 -3% 18% 

13 73 4% 24% 

14 71 10% 16% 

15 68 24% 19% 

16 72 16% -2% 

 

 

Rf 79,6 
Fidelity index Rf 

Rg 115,5 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 

1 

2 

1 2 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,5° 23,1° 25,8° 100,0% 100,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 172955lx 43239lx 19217lx 10810lx 6918lx 3075lx 1730lx 769lx 432lx 277lx 192lx 108lx 69lx 

Footcand. 16068fcd 4017fcd 1785fcd 1004fcd 643fcd 286fcd 161fcd 71fcd 40fcd 26fcd 18fcd 10fcd 6fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,3m 3,1m 4,6m 6,1m 7,7m 9,2m 12,3m 15,4m 

Beam wid. 1ft 2ft 3ft 4ft 5ft 7,6ft 10,1ft 15,1ft 20,2ft 25,2ft 30,3ft 40,3ft 50,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,1 m  
20,2 ft  

17,5° 

4,6 m  
15,1 ft  

3,1 m  
10,1 ft  

1,5 m  
5 ft  

0,9 m  
3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

432 lx 
769 lx 

1730 lx 
6918 lx 

19217 lx 

40 fcd 
71 fcd 

161 fcd 
643 fcd 

1785 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

221V 3,92A 835,7W 16lm/W 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 
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Conditions: 

Number of c-planes: 2 

Candela at center: 172955 cd 
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Conditions: 

Number of c-planes: 2 

Lux at center: 1730 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
ASTRAWASH37PIX 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Min Zoom 
 

Target:  
6000K 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
03/09/2021  10:27:14 
 

 
 Spectra 

Beam angle 50%: 4,1° 
Field angle 10%: 6,2° 
Cut off angle 2.5%: 6,9° 

 

Total lumen output: 
 7989 lm 

1737023 cd 

Peak candela output: 
 

Light quality: 
 

Color temperature: 
 

CRI: 72,3 

6046 K 
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6046 K 

CRI R values, only R1-R8 are used to calculate final CRI value 
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 

79,8 93,2 64,0 60,9 82,5 89,8 67,2 41,3 -32,6 83,2 54,9 77,1 88,3 78,8 69,3 

TM30 C values, 16 binned values out of total of 99 C values 
C1 C2 C3 C4 C5 C6 C7 C8 C9 C10 C11 C12 C13 C14 C15 C16 

66,8 80,0 84,8 91,6 83,1 78,1 77,3 79,4 87,7 87,8 82,2 74,2 72,7 69,9 66,9 71,5 

CQS Q values 
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 Q11 Q12 Q13 Q14 Q15 

83,6 90,8 86,3 90,1 78,4 77,3 92,4 85,3 79,8 92,3 88,3 77,8 73,6 90,3 91,0 

 

 

CQS: 84,0 

Color temperature Color rendering index Red component Color fidelity Color gamut Color quality scale Television lighting 
index 

Color coordinate cie 
1931 

Color coordinate cie 
1931 

Color diviation from 
black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS TLCI x y Δuv 

6046 K 72,3 -32,6 79,3 115,9 84,0 56 0,321 0,342 0,0028 

 

TM30: 79,3   CRI: 72,3 (R1-R8) 

Δuv: 0,0028 

CIE 1931 ZOOM CIE 1931 

x: 0,321 
y: 0,342 

COLOR PARAMETERS 

COLOR DETAILS 



67

80
85

92

83
78 77 79

88 88

82

74 73
70

67
71

17%

8%
5%

1%

7%

14% 14%

8%

1%

-4% -3% -3%

4%

10%

25%
16%

                                                                                                                     
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

TM30 DETAILS 
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Color distortion graphics 

Color vector graphics 
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   Graphic shifts (%) 

Hue Bin Rf Chroma Hue 

1 67 17% -4% 

2 80 8% -9% 

3 85 5% -5% 

4 92 1% 4% 

5 83 7% 7% 

6 78 14% 7% 

7 77 14% -4% 

8 79 8% -8% 

9 88 1% -10% 

10 88 -4% -4% 

11 82 -3% 11% 

12 74 -3% 18% 

13 73 4% 24% 

14 70 10% 17% 

15 67 25% 20% 

16 71 16% -1% 

 

 

Rf 79,3 
Fidelity index Rf 

Rg 115,9 
Gammut index 

Rg 

Approx. limits for sources 
on the Planckian locus. 

Approx. limits for 
practical light sources. 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
4,1° 6,2° 6,9° 100,0% 99,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1737022lx 434256lx 193002lx 108564lx 69481lx 30880lx 17370lx 7720lx 4343lx 2779lx 1930lx 1086lx 695lx 

Footcand. 161375fcd 40344fcd 17931fcd 10086fcd 6455fcd 2869fcd 1614fcd 717fcd 403fcd 258fcd 179fcd 101fcd 65fcd 

Beam wid. 0,1m 0,1m 0,2m 0,3m 0,4m 0,5m 0,7m 1,1m 1,4m 1,8m 2,2m 2,9m 3,6m 

Beam wid. 0,2ft 0,5ft 0,7ft 0,9ft 1,2ft 1,8ft 2,4ft 3,6ft 4,7ft 5,9ft 7,1ft 9,5ft 11,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

1,4 m  
4,7 ft  

4,1° 

1,1 m  
3,6 ft  

0,7 m  
2,4 ft  

0,4 m  
1,2 ft  

0,2 m  
0,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

4343 lx 
7720 lx 

17370 lx 
69481 lx 

193002 lx 

403 fcd 
717 fcd 

1614 fcd 
6455 fcd 

17931 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

222V 3,89A 831,2W 10lm/W 
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30°
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0°

-15°

-30°

-45°

-60°

-75°

4m 13,1f

3m 9,8f

2m 6,6f

1m 3,3f

0m 0f

-1m -3,3f

-2m -6,6f

-3m -9,8f

-4m -13,1f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 1737022 cd 

3% 

5% 

10% 

30% 

50% 

173702 cd 

347404 cd 

521107 cd 

694809 cd 

868511 cd 

1042213 cd 

1215916 cd 

1389618 cd 

1563320 cd 

521 lx 

869 lx 

1737 lx 

5211 lx 

8685 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 17,4K lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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